
 

 

CARBY CLEANER 
 
PRODUCT DESCRIPTION 
Carby Cleaner is a rapid action, solvent-based, aerosol cleaner for carburettors and other fuel dispensing 
apparatus. It is designed to remove oil, gum, fuel, varnish and carbon deposits from the equipment and to 
restore the surface to an “as new” appearance.  
 
Carby Cleaner is suitable to be used on choke valves, automatic choke controls, carburetor exteriors, 
linkages and heat-riser valves. It dries quickly without leaving a film. 
 
APPLICATION 
Shake the can of Carby Cleaner well and with engine cold ignition off, spray into throat of carburettor until 
choke valve and other surfaces are clean. Remove the air cleaner and start the engine. While the engine 
is idling, spray into float chamber vent and throttle body. Stop engine then spray the exterior of 
carburettor, and finally replace the air cleaner. 
 
HAZARDOUS IDENTIFICATION 
This material is classified as Hazardous according to GHS criteria: Danger: Flammable Aerosol.  
Aerosols are classified as Dangerous Goods, Class 2.1, UN 1950 for transport by road and rail. 
 

TYPICAL PROPERTIES  
Property     Result 
Appearance:    Clear, colourless liquid  
Odour:     Solvent odour 
Specific Gravity:    0.854 @ 20oC 
Relative Vapour Density (Air = 1): >1 
Melting Point:    <0oC 
 
Available in: 400g 
 
“Hi-Tec Oil Traders Pty Ltd (Hi-Tec Oils) has endeavoured to ensure that all information, representations and specifications 
contained in this product data sheet are accurate at the time of publication. This general information should be used in 
conjunction with appropriate inquiries by users of the product including consultation with the vehicle or equipment 
manufacturers published information. 
   
It is the responsibility of users of the product to use the product safely. Users should consult the safety data sheets for each 
product at www.hi-tecoils.com.au. Hi-Tec Oils takes no responsibility for injury or damage if the product is used in an 
inappropriate or unsafe manner. 
  
Our product warranty and product quality statement can be viewed at www.hi-tecoils.com.au”  
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