
 

 

DE-RUST LUBRICANT 
 
PRODUCT DESCRIPTION 
De-Rust Lubricant is multi-functional water displacing fluid, possessing effective rust preventative, 
fingerprint suppressant, penetrating fluid and lubricant properties. It performs many every day type services 
in the home as well as industrial, rural, transport, automotive and marine applications. 
 
APPLICATION 
Shake the can of De-Rust Lubricant well and apply liberally onto treated areas, allowing the excess to 
run off. Allow to air dry. Repeat if necessary for heavily corroded/seized nuts, bolts etc. 
 
HAZARDOUS IDENTIFICATION 
De-Rust Lubricant is classified as Hazardous according to GHS criteria: Danger: Flammable Aerosol. 
Aerosols are classified as Dangerous Goods, Class 2.1, UN 1950 for transport by road and rail. 
 
TYPICAL PROPERTIES   
Property     Results 
Appearance:    Pale amber liquid 
Odour:     Hydrocarbon odour 
Specific Gravity:    0.89 @ 20 oC 
Relative Vapour Density (Air = 1): >1 
Melting Point:    <0 oC 
Flash Point:    <0 oC 
 
Available in:  400g 
 
“Hi-Tec Oil Traders Pty Ltd (Hi-Tec Oils) has endeavoured to ensure that all information, representations and specifications 
contained in this product data sheet are accurate at the time of publication. This general information should be used in 
conjunction with appropriate inquiries by users of the product including consultation with the vehicle or equipment 
manufacturers published information. 
   
It is the responsibility of users of the product to use the product safely. Users should consult the safety data sheets for each 
product at www.hi-tecoils.com.au. Hi-Tec Oils takes no responsibility for injury or damage if the product is used in an 
inappropriate or unsafe manner. 
  
Our product warranty and product quality statement can be viewed at www.hi-tecoils.com.au”  
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